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Specialists

Acorn Environmental Systems is unlike other suppliers. We pride
ourselves on providing solutions to problems rather than merely
selling products. To this end we work closely with our customers
to guide you through the whole process of selecting the most
appropriate product for your project and advising on the location.

Unlike many other sewage treatment plants, the Platinum Mini has a
continuous recycle system and secondary sludge return system (features
normally only found on much larger and more expensive plants). These
features ensure that the sewage liquor is passed through the filter media
over and over again, resulting in improved solids breakdown along with
a clarified final effluent of the highest standard (20:30:20).

The compressor is the heart of the unit, and the type installed in the
Platinum MINI works on the principle of electromagnetic oscillation. This
means that it is completely oil free and has minimal moving parts. This
also means that the compressor is very efficient and requires far less
power to operate than other types. An added bonus is that this makes the
unit virtually silent in operation.

With this type of compressor, it is only the diaphragm that moves, and
consequently that is the only part that, after several years, may need
replacement, which is a quick, simple and economic task; making it ready
for several more years trouble-free service.

The Platinum Mini package sewage
treatment plant is designed to treat
domestic foul waste for up to six persons.

The Mini is available with standard gravity
outlet, or optional pumped outlet where
the soakaway or discharge point is at a
higher level. The outlet pump is housed
within the body of the plant.

The key features of the Platinum MINI
are the low power consumption and
reduced maintenance element. These
make it the perfect choice for the “off-
mains” dwelling.

The Biological Aerated Filter (BAF)
process used in the Platinum range is a
development of the traditional trickling
filter process and is widely used by the
major water companies throughout
the UK.
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versions

available

In an age when most people assume

that all modern sewage treatment

plants are more or less equal, the

Platinum MINI breaks the mould. It

incorporates many innovative

features not found in other plants

currently available.

Other quality features of the Platinum
MINI are:

• Low running costs

• Very low maintenance

• Facility for gravity or pumped outlet

• Lockable hinged cover

• Integral holding down feet
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Platinum Mini - Sewage Treatment Plant - 6 population

High process performance

Environmentally sensitive

Near silent operation

Very low energy consumption

Low maintenance requirement

Reduced visual impact on surroundings

Extended warranty

Low installation costs due to innovative design

Acorn Environmental Systems Ltd
produc t s  a re  des i gned  and
manufactured in accordance with
our strict quality control system.

All details contained within this brochure are believed to be true and accurate at the time
of printing. Product design and manufacture is under continual review, and Acorn Environmental
Systems Ltd reserves the right to amend products without notice. All details should be
checked with our head office at the time of ordering.
© 2003 Acorn Environmental Systems Ltd.

ACORN PLATINUM MINI
SEWAGE TREATMENT PLANTS
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Model Reference Mini/G Mini/P
Outlet gravity pumped
Population Equivalent 6 6
Max BOD (kg) per day 0.36 0.36
Max NH3N (kg) per day 0.048 0.048
Design Flow Rate - DWF (M3/day) 1.20 1.20
Average DWF (M3/hr) 0.05 0.05
(1/2 hr max in any 2hr period)

Dimensions (mm)
A - Ground level to inlet invert 800 800
B - Invert to base 1300 1300
C - Outlet to base 1200 1750
D - Overall length 2130 2130
Width 1500 1500
Pipework diameter 110 110/50
Electrical Power Supply 240V 1 ph 240V 1 ph
Power consumption *50 Watts *50 Watts
Weights Dry kg 450 460

PLATINUM 2000 MINI SPECIFICATION

The information above is based on standard units.
Dimension A can be varied to suit conditions and alternative
pipework sizes can be easily accommodated.

* You will note the power consumption figures - it is our belief
that the Platinum Series have the lowest running cost of any
BAF package sewage treatment plant available in Europe.


